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Pumptrack Design & Specification 

Browns Wood, Milton Keynes 
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Background  

Back On Track have been appointed by Walton Community Council to design a Pumptrack for the 

playing fields site at Browns Wood. Back On Track have complied this design report and layout 

drawings following a site visit and consultation with the client. 

Track Layout 

To be read in conjunction with drawing 145-GA-001

The Pumptrack has been designed to make the most of the available site. The layout will create an 

engaging track, with a number of line options. The track will be progressive, being suitable for both 

novice riders to coast around, and for experienced riders to push their abilities. 

The track is accessed via a path that links the start hill to the newly proposed path through the park. 

The start hill will also act as a holding are for riders to rest between laps. It has been sized to be large 

enough to accommodate a group of riders at busy times. 

From the start hill, riders can drop onto the track on either on the eastern or western sides. The track 

is split into two loops that share the central straight, meaning that the track can be ridden in a number 

of configurations, including a figure of 8. 
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Good visibility and clear lines of sight across the whole track means that the multi-line design can be 

used safely. 

The track is to be surfaced entirely from tarmac, for low ongoing maintenance, and to allow the track 

to ridden by skateboards and micro-scooters as well as bikes. 

Above: an example of a recently completed Pumptrack in Lucan, Dublin. Similarly, it ’s surfaced entirely from 

tarmac, and is designed with multi-line options.

Outline Specification 

Pre Construction

Area for Pumptrack to be CAT Scanned prior to the commencement of any works to ensure there are 

no underground services below footprint of track

Ground Preparation

Outside footprint of track to marked out.
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Topsoil to be stripped from the area of the Pumptrack, and stockpiled on site for use later in 

landscaping finished track. 

Line of track to be marked out on the ground.

Soakaway land drains to be installed.

Sub-base

Sub-base of track to be provided from MOT Type 1 stone.  Stone to be built in layers. Stone to be

highly compacted in layers no thicker than 300mm. Depth of stone will vary between a minimum of 

200mm above finished landscaping level, up to circa 1400mm. No sub-soil to be used to form track 

bulk.

Riding Surface

Track to be surfaced from 6mm Asphalt, laid to a minimum depth of 80mm. 

Asphalt to be laid directly onto highly compacted MOT Type 1 sub-base. 

Surface to be well-bound, smooth and even, to allow skateboards and micro-scooters to ride the track 

as well as BMX and Mountain Bikes.

Track edges to be compacted at a 45 degree angle to prevent track edges from breaking away. 

Riding surface to be a minimum finished width of 3 meters.
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Drainage

Drainage for the Pumptrack to consist of soakaway land drains. Location of soakaway drains 

indicated  on plan drawing. Minimum width 500mm, minimum depth 1000mm. Soakaway drain to be 

lined with Geotextile membrane, in-filled with 20mm clean drainage stone to finished ground level. 

Landscaping

Clean, well filtered top-soil to be imported to landscape the side batters of the track. Top soil to be 

dressed over edge of tarmac to protect edges from wear. Topsoil to be raked to a fine finish. Minimum 

depth of topsoil to be 300mm. 

Following completion of topsoil positioning, area around track to be hydro-seeded, using amenity 

grass seed mix. Track to remain closed to the public until landscaping has taken hold. 

Technical Trail Features 

Please see overleaf for details of features to be incorporated into the track. 








